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GENERAL SCOPE OF SERVICES

Project Scope

Town of Camp Verde
Public Works Yard, Peterson Road/ Industrial Road (Bid #11-094)


GENERAL SCOPE OF SERVICES

The Town of Camp Verde intends to hire a licensed Contractor to install an Eight Foot Chain-Link fence enclosing the Town’s new Public Works yard along the North, South, and West property lines with a Two Strand of barb-wire fence along the East property line. The entire project is located entirely on town property. The project will be awarded as a base bid with the possibility of including selected additive alternatives.

Base Bid:  The base bid will consist of the supply and installation of an eight (8’) foot chain-link fence. Which will include topped with three strands of barb-wire per the plans and specifications. Fencing will require the contractor to clear and grub native vegetation growing within the fence lines (minimum 8’ in width). The contractor will be responsible to maintain the adjacent roads in a safe condition, and repair any damages to existing roadways. 

Add-Alt Bid:	(1) Add Alternate One - bid item that may be awarded based on costs; install a four foot (4’) fence comprised of four (4) strands of barb-wire fence, metal Tee- post style posts to be installed along the East property line. 
(2) Add Alternate Two - bid item that may be awarded based on costs; supply and install metal warning signage located on perimeter fencing
(3) Add Alternate Three - bid item that may be awarded based on costs; supply and install One (1) 30’ entry gate, and Two (2) specially designed entry gates with CMU columns

Base Bid Scope of Work

Submit a Traffic Control Plan to Public Works for Approval:  It shall be the contractor’s responsibility to provide adequate traffic control for the entire project as needed.

Provide Traffic Control Per Plan:  The Contractor shall provide traffic control per the approved traffic control plan during the entire project. 

“House Keeping” and Site Cleanup:  The contractor shall provide daily cleanup of the construction site (sweeping streets, providing proper traffic control devises, etc.) will be required. Upon completion cleanup and remove all excess material and debris resulting from the construction activities. The road shall be mechanically swept to remove all dirt, mud, and debris. Disposal of all waste material shall be the responsibility of the contractor.

Materials Storage: The contractor shall store all construction materials and equipment within his own construction yard, on Town, or private off-street locations for which arrangements have been made by the Contractor and preapproved by the Town of Camp Verde Public Works Department. The contractor will be required to furnish evidence of permission to use any site proposed as staging or storage area for this project. 

Blue Stake and Utilities:  The contractor is responsible for complying with the Blue-Stake requirements prior to construction and protecting any utilities found to be within the construction zone.

Project Control:  The Town will provide boundary staking that shall be maintained by the contractor. Any additional survey work and staking necessary to complete the project per plan will be the responsibility of the contractor.
  
Compliance:  It is the contractor’s responsibility to ensure compliance with all Town, County, State and Federal; standards, codes, ordinances, and Regulations pertaining to this work and job safety. 

Project Approval and Final Acceptance:  Inspection and approval of work will be performed by representatives of the Town of Camp Verde during the construction process. A final inspection is required to ensure proper completion of the work per the plans and specifications. Inspection and approval by the Town Project Manager is required prior to final acceptance and payment.

Add-Alt Bid
Supply and Install Bar-Wire Fence:  To Include the installation of a four (4’) foot fence comprised of four strands of barb-wire fence, metal t- post style posts to be installed along the East property line.  four (4) strand barb-wire fence along the irrigation ditch located along the east property boundary of the project. Steel Tee-Post style posts to be used with the appropriate bracing at ends and mid-spacing per design specs. 

Supply and Install Signage: To include the installation of 6” x 8” metal signage denoting the “Town of Camp Verde Property - No Trespassing”

Supply and Install Gates: to include the installation of two (2) specially designed entry gates and the installation of two (2) CMU solid grouted columns per gate.  – See plans and specs for gate and column details.























Town of Camp Verde – Public Works Department
Public Works Yard – Fencing Project #11-094

	
	Chain Link Fencing w/ three Strand Barb-Wire Topper

	
	Specifications (Minimum Standards)

	Terminal Posts
		End, corner and gateposts: 3”O.D. galvanized pipe, furnished complete with all necessary bracing, fittings, etc. Gateposts for single gate panels over 8’ wide and double panels over 16’ wide use 3 ½”O.D. pipe. Gate posts for single panels over 12’ wide and double panels over 24’ wide use 4 1/2"” O.D. pipe. Gate posts for single panels over 16’ wide and double panels over 32’ wide use 6 5/8” O.D. pipe. Note: All single gate panels over 10’ wide and double panels over 20’ wide required ASTM-A120 Schedule 40 pipe.




	Line Post Dia.
	  2 3/8”, Galvanized pipe complete with post tops with barbed wire overhang arms @ 45 degree angle.

	Top Rail Dia.
	  1 5/8”, Galvanized pipe coupled with slip on rail sleeves for maximum 21’ standard length

	Wall Thickness
	  16 Gauge - .065"

	Fabric
	  Chain Link, 2” mesh x 9 gauge galvanized Class 5 wire, Type II Class 2 fabric

	Coating
	  Hot Dip Galvanized

	Height
	  96"

	Selvage
	  Knuckle & Barbed

	Gates
		Gate frames 1 5/8” O.D. galvanized pipe, welded construction to match fence. Complete with industrial steel hinges, drop pin latch and one-foot bolt on double panels. Hinges to permit opening 180° one way.




	Fittings
		All fittings are made from first grade, malleable iron, pressed steel or aluminum. Tie wire to be 9 gauge, aluminum.




	Bottom Wire
		9 gauge (3.4mm) galvanized steel




	Barb-Wire
		12 ½ gauge three strand with 4 point barbs spaced at 6”, galvanized




	Post Spacing
		Line posts are spaced in line fence, maximum 10’ apart




	Post Footings
		All line and terminal posts shall be set in concrete footings of the proper diameter and shape to ensure adequate support. Concrete is 20.0 Mpa or 2,900 psi. @ 28 days.




	Weight per foot Coating
	  2.0 ounces of zinc per ft2

	Roll Size
	  50 ft. per roll

	Meet or Exceed

	  Fed. Spec. - RR-F-191/1D
 ASTM Spec. - A-392-81-Class 2
 AASHTO Spec. - M-181




1 | Page

